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Handling precautions for High voltage ceramic capacitors

Please read the following closely before using these products.

[ Safety precautions ]

The following precautions should be observed strictly to ensure safety design.

Misuse of the product may lead to smoking of the product.

A Cautions

1. Operating voltage
The voltage applied between the terminals of the DC rated capacitor should be less than the rated voltage.
For DC rated voltage application, you should control the peak voltage (Vo-p) under the rated voltage in
case the AC voltage is superimposed on the DC voltage. Use within the rated voltage includes peak voltage
(Vp-p) when AC voltage or impulse voltage applied in a circuit. Confirm irregular voltage (surge voltage,
static electricity, switching noise, etc) occurs in the equipment used, and use within the rated voltage
containing the irregular voltage.
When the capacitor is used as a noise suppressor in the AC primary circuit, the voltage proof test should be
within the specified conditions (voltage, time, wave form, etc).
Connect by confirmation of non lose contact, and the voltage is started to apply to the circuit from zero to
the specified voltage and it is stopped applying from the voltage to zero.
When using pulse voltage with a steep rising voltage or high frequency AC voltage, it may affect the
reliability of capacitor.
Even if using below rating voltage, please confirm the reliability under actual condition.
Also, when the load of a set such as a power supply with a capacitor is changed, please confirm that the
voltage applied to the capacitor has not changed.

Voltage | (1)DC voltage (2)DC+AC voltage | (3)AC voltage (4)Pulse voltage
b Y ﬁ ﬁ Yy
Voltage [\/\/\
Measuring Vo-p Ve 0 Vp_p Vpp
position -
. 0
0 0 A 2 y

2. Operating temperature
Be sure to use only those operating temperature described in our catalogue or specification.
Keep the surface temperature under the maximum temperature, which includes the maximum self-heat
temperature of 20 degree C.

3.Self-exothermal
Self-exothermal temperature should be within 20 degree C on the condition of atmosphere temperature 25
degree C without the influence of wind such as the cooling fan. Be sure to use a capacitor in a circuit of
current increase by AC voltage or pulse voltage applied.
When high frequency voltage or impulse voltage applied in a circuit, reliability should be influenced.
Take into considerations the load reduction and self-exothermal temperature, even if voltage should be
within the rated voltage.
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A Cautions

4. Capacitance change of capacitors
For some of the capacitors, capacitance value may change considerably in the temperature range, or by
applied DC voltage. And capacitor has aging characteristic (capacitance decreases by keeping as it is).
When you use the capacitor in the time constant circuit, consult TDK whether the capacitor is available or
not.

5. Vibration of capacitors
When the capacitor class 2 is used in the AC circuit, or pulse circuit, the capacitor might vibrate or noise
might occur in the specified frequency. Be sure to confirm the conditions before using the capacitor.

6. Usage of capacitance and storage

Don’t use capacitors in the following environments:

* Direct sunshine

* Areas directly exposed to water or salty water

* Areas that become dewy

* Areas filled with toxic gases (such as hydrogen sulfide, sulfur dioxide, chlorine, ammonia, etc)

* Areas exposed to excess vibrations or shock conditions described in our catalogue or specification.
Store capacitors in an environment from 5 to 40 degree C, with 20 to 70%RH for 6 months maximum and
use within the period after receiving the capacitors.

7. Inserting precautions
When inserting capacitors into the PC board by automatic insertion machine, confirm the conditions (such
as pressure of pusher, adjustment of clinching portion) and minimize the impact force by chucking the
body, or clinching the lead terminals.
Distances between the hole position onto a PC board should be equal to the pitch of capacitors.
When stretching the lead terminal, any force may load the bottom of the capacitor body and result in
damage to the insulation coating. Severe damages may cause poor reliability.

8. Soldering
Don’t immerse the capacitor body into the molten solder. Use PC board, and solder the terminals in the
opposite side of the body. Soldering conditions, such as pre-heat temperature, soldering temperature, and
soldering time, should be followed by the descriptions in our catalogue or specification. (refer to Fig.-1)
Adjust the amount of solder within the proper volume. Select an appropriate soldering material.
When using soldering iron for installing capacitors or reworking onto the PC board, sufficient pre-heating
and temperature control should be used. We recommend that the iron condition is 350+10 degree
C/3.5+0.5s. as 1 time, and you should use an adequate tip diameter (¢3mm Max.) with the soldering iron as
well as a proper wattage (SOW Max.). Don’t touch the capacitor body directly with soldering tip, except for
the terminals of capacitor.

9. Flux
When using flux for soldering capacitors onto the PC board, spread it thinly and uniformly.
Flux will be composed of halogenated material less than 0.1 wt% (cl conversion).
Don’t use a strong acid grade of flux. When using water-soluble flux, sufficient cleansing should
be done.

10. Cleansing
When the cleansing should not be sufficient, the cleansing liquid or any residue might leave on the
capacitor body, they may deteriorate the insulation coating or performance (insulation resistance, etc).
When using ultrasonic cleansing, avoid transmitting vibrations onto the PC board. Conditions of
ultrasonic cleansing, such as output frequency and time of the method, should be taken into
considerations.
After cleansing capacitors, dry them well. Cleansing liquid should not contain electrolyte, nor lea
ve any residue. Through the result of the cleansing method, confirm whether the quality of the c
apacitors have been affected due to the conditions.
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A Cautions

11. Coating or molding
When coating or molding capacitors after installing components onto the PC board, confirm whether the
performance of capacitors may not be damaged by the work.

12. Mechanical stress
Don’t submit to excessive mechanical shock. Don’t use capacitors which may have been damaged due to
dropping, etc.
If possible, avoid bending the terminals of capacitors. In an unavoidable case of bending, use a small jig
to decrease the mechanical stress on the capacitors.

13. Others

The products listed on this specification sheet are intended for use in general electronic equipment (AV
equipment, telecommunications equipment, home appliances, amusement equipment, computer
equipment, personal equipment, office equipment, measurement equipment, industrial robots) under a
normal operation and use condition.
The products are not designed or warranted to meet the requirements of the applications listed below,
whose performance and/or quality require a more stringent level of safety or reliability, or whose failure,
malfunction or trouble could cause serious damage to society, person or property. Please understand that
we are not responsible for any damage or liability caused by use of the products in any of the applications
below or for any other use exceeding the range or conditions set forth in this specification sheet. If you
intend to use the products in the applications listed below or if you have special requirements exceeding
the range or conditions set forth in this specification, please contact us.

(1) Aerospace/Aviation equipment

(2) Transportation equipment (cars, electric trains, ships, etc.)

(3) Medical equipment (Excepting Pharmaceutical Affairs Law classification Classl, 2)

(4) Power-generation control equipment

(5) Atomic energy-related equipment

(6) Seabed equipment

(7) Transportation control equipment

(8) Public information-processing equipment

(9) Military equipment

(10) Electric heating apparatus, burning equipment

(11) Disaster prevention/crime prevention equipment

(12) Safety equipment

(13) Other applications that are not considered general-purpose applications

When designing your equipment even for general-purpose applications, you are kindly requested to take
into consideration securing protection circuit/device or providing backup circuits in your equipment.

Please refer to the guideline of notabilia for fixed ceramic capacitors issued by JEITA (Japan Electronics
and Information Technology Association, EIAJ RCR-2335).

This guideline describes general precautions (*) for using fixed ceramic capacitors.

Please carefully confirm it and use capacitors safely.

(*) Items for check, explanation/reason/concrete example and failure examples, etc.
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Scope i % FH

This specification applies to ceramic insulated capacitors disc type used in circuits of
electromagnetic interference suppression in electronic and equipment and approved by

TEC60384—-14, EN60384-14, UL60384-14 and relative safety standards
AIIAEREEIL, BT HEas OMER Bh 1R [l 2 (o ff F S 4, TEC60384-14, EN60384-14, UL60384-14 %%
DRI OB 2 BAG Uz s E MGG s = o7 P9 %,

Relative standards BEiEHEIF&

TEC60384—14. EN60384-14, UL60384-14 [[EIESHIME. BRINEIAE . UL kg

Mention item ECakIEH

1. Applicable safety standard approval i HZc k&

2. Acquired safety standard approval AL

3. Part Name i

4. Operating temperature range {5 FH L i A

5. Test condition NS

6. Performance TERE

7. Marking FR

8. Figure and Dimension TR M OHE

9. Packing and Transport HE N OVl
10. Notification before the modification ZEWIZRE3 5 FAiEME

We do not use the following material (1), (2) in these products
ABL I TR ES O RFRERANIMEH LTl 8 A,

(1) PBDEs (Polybrominated diphenyl ethers)

(2) PBBs (Polybrominated biphenyls)

We do not use Class I and II ODS (Ozone depleting substances) in all our process of these products

ABILONNT., N, TEOLTRICBNT, 752 1 KO A VB b EI I LT 0 A,

These products shall conform to RoHS Directive

ABLELIE RoHS F55 Tk S L THY £,

These products are Halogen—free. (Br=900ppm, Cl1=900ppm, Br+Cl=1500ppm)

ARSI a7 ) — T,

Manufacturing place ZEFEIEFT

Manufacturing place is TDK Taiwan & TDK Xiamen.

AL OEFESFIL., BEBETDKEAWEMTDK &4 5%,

Gi'e
J
%
B | F= AR | m oY EE N K
Division HZZEE () Date Issued 71ERKH Spec. No. fIAEEEK=

Ceramic Capacitors Business Group

ALY/ VAV I VA /AN T




1.

Applicable safety standard 2k
This is specification applies the ENEC, UL, CSA, SAA, CQC, KTL approved ceramic capacitor disc type
AAIANAARTEIL, ENEC, UL, CSA, SAA, CQC, KTL OZZEHMEIZHA L MBI EER S 227 o0

TEMY 5,

2. Acquired safety standard approval and Approval report No. HUSZZ2IRAE I ONFR ] No.

_ Approval report No.
Safely | qiondard No. of TEC| Standard No. 3;C' Sub Rated 7 A No.
Standard TEC 24 Hi 4% K No 1R | class voltage Taiwan Xiamon
LRI 7 g ’ etk | Bk | ERSEE Lo Jir P
ENEC EN 60384-14 ENEC-01048
i UL60384-14 E37861
cUL/CSA X1 X1:440VAC
Y1 Y1:400VAC
- SL,
SAA IEC 6038414 IEC 60384-14 i CS6268N
CcQC IEC 60384-14 ’ CQ?;?ggll CQ?;iigll
S7Z03001 SU03047
KTL K60384-14 i i 1002 | 12002
V1 400V AC S7Z03001 SU03047
-12004 -12004
* T.C.: Temperature Characteristic

* Certificate No(s) shall be changed owing to the revisions of the related standards and renewal

of certificate

FAR] No. [ THIHE DLUET .

A DOEFICLVEDDL LD £,
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3. Part name /h%
(Example 441))
€b 45 -E 26A 222 M - N K A
Halogen—free Na /%7 —
Safety HIEX 4y (LB MG
Lead style U— Rk Note-2 -2
Internal code WNHREBRFC 5
Y

Rated capacitance tolerance FENE

T

o

Rated capacitance AMEFER &

Rated voltage TEREEE

Temperature characteristic of capacitance
MR EIRERE  XNote-1 -1

Internal code WHFEERRL

Type %A 74

% Note—1 7F-1
Temperature characteristic of capacitance FFER I HME  SL:SL Feit, -B:B Hpfk, -E:E K¢k

% Note—2 7H-2
Lead style U —FRJEIK G : Vertical kink long lead (Bulk) #HtFov a2 U —RK (B
N @ Vertical kink short lead (Bulk) #ft¥> 27 a—RrU—FK (Hi)
V : Vertical kink long lead (Taping) #it¥> 27 mr> 27 U—NK (G-t V)

4. Operating Temperature range fif FIIREE®IPH : —40°C to +125°C 3¢ Note-3 7E-3
% Note—3 VE-3
Maximum operating temperature of +125°C includes capacitor self-generated heat of up to +20°C.

AR I H CREE 20CINE L, ZOREZEATH25CETE LET,

5. Test condition EBRZS(4:

Test and measurement shall be made at the standard condition, (Temperature 15 to 35°C, relative
humidity 45 to 75% and atmospheric pressure 860 to 1060hPa. ), unless otherwise specification herein.
If doubt occurred on the value of measurement, and remeasurement was requested by customer
capacitors shall be measured at the reference condition (Temperature 20+2°C, relative humidity
60 to 70% and atmospheric pressure 860 to 1060hPa.)

BB X OWEITRHICHED WD . EEMERTE [FIR QR 156~35°C), #iE FEXHZEE 45~75%) . H=
£ (5T 860~1060hPa. )] O & TITH, 7272 L, Z OEEAEREEICEK T 2 HIEEOHEIZERZI A U5
B FITRICER SN ATL. HERE GREE 202°C, FXHEE 60~70%, 5JE 860~1060hPa. ) ™
& TIT 9,

6. Performance MERE

The performances shall comply with Table-1
F—1OMREAZWRET L2 &,

Spec. No. HEEEFER :|




Table-1 ZF-1

Ttems IH H Performance £  fg Test method FRERFIE
External Appearance No defects which may affect Internal specified.
S performance. WEBEIC L D

ELWREDORN L,

Marking Meet a requirement per pare 7. | Internal specified.
BN THOFREWETHZ &, WEBEIZ L D
Withstand Between No failure Voltage: 4000V AC (50 or 60Hz)
voltage terminals BRI, Test time: 60s
[IEEEAES Ui Charge and discharge current shall

be 50mA or less.
JEH L 50 XIE 60Hz DA 4000V %

60 FEEIINT %,

S EETIL 50mA LA R &5,
Between No failure 4000V AC (50 or 60Hz) shall be
terminal and | B&E 23720, applied for 60s between the
exterior terminal connected together and the
cladding enclosure of capacitor with metal
Ui 1A E R foil from the distance 2. 6mm of the

body.

T U ORKIZY — RERORIE
£V 2. 6mm Ll EBEL CE&BEBEEEX
RV — Rk & 4 T I JE
50 X% 60Hz DA 4000V % 60 F0

MIEIN4 5%,
Insulation |Between 10000 MQ or more VL E 60*t5s after application with 500
resistance |terminals +50V DC.
Hafx R S - [H 50050V DC &%, 605 FPRIFIIN
T2,
Capacitance Within the specified tolerance. |SL:
HEAE HESNT-HRENICH A Z &, | Measuring frequency : IMHz==20%

Measuring voltage : 1.0%£0.2V
WE TS H © IMHz 20%

—— HEEE  : 1.0£0.2V
Dissipation factor SL :0.5% or less LITF
( tand ) B, E :2.5%or less LT B,E:
Measuring frequency : 1kHz=*20%
Measuring voltage : 1.0=%0.2V
W JEHEL @ 1kHz 2=20%
HEEE  : 1.0%0.2V
Capacitance temperature |SL: —1000 to +350ppm/°C Standard temperature : 20°C
characteristic B : Within =10 % PIN FLYEE B
R A B R E : Within -55 to +20 % LIN Temperature range : —25 to +85°C
No voltage application T E IR
CARSEIIE: AP
Precondition : Pre—heat 125+2<C,
1h, leaving room temperature for
24+ 2h.
AALER : 125£2°CC 1 REfE O BVLER
ZATUN FEARIRAE T 242 BB B .
HES 5,
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Table-1 Continue -1 D2O%
é;;% Ttems E B Performance £  #E Test method FABRTIE
8 | Strength of Tensile Lead wire shall not be discon— | The force of 10N shall be applied to
terminal strength nected, and capacitor shall the axial direction of the
Ui -5 5leER & not be damaged. termination.
U— NG L7720 27 | U— R#osIH LT mic 10N OffE
Y DRHE L 220, A5,
Bending Lead wire shall not be discon— | The force of 5N shall be applied to
strength nected, and capacitor shall the axial direction of the terminal
i TR S not be damaged. and the body shall be inclined
U— R U720 . =225 | through an angle of 90 degrees,
UYDMEAE LR, then the body shall be returned
to the original position.
Furthermore the body shall be
inclined to the other direction
of 90 degrees. This operation shall
be carried out two times
U — R#RO5]H Lsh7 [\ 5N O fif &
Z NN Z BT 90 EERRF 7214 IR
L CHIZHF A 90 FEHNT 5,
IhvE 2 AT 5,
9 | Vibration Appearance | No marked defect Vibration frequency range: 10 to 55Hz
resistance A ZLWEENZWN Displacement: 0. 75mm
MR Capacitance | Within the value specified | Total duration: 6h
change with No.5 (2 hours for each direction: X,Y,Z)
F A & O | F-b OBUSHENICHD Z &, | JAEE : 10~55Hz
21k SN 2 0. 75mm
Dissipation | Within the value specified | W¢fH] @ X, Y, Z F1ANZ 2 Kl 3°> &
factor with No. 6 6 IREFRITT 9,
(tan & ) | &6 OERMENICHH Z &,
10 | Resistance to | Appearance | No marked defect Soldering temperature: 350£10°C/
soldering bl FELWEFE R0, 3.5+0.5s or 260£5C/10*1s
heat Capacitance | Within =10 % PIN | Dipping depth: 1.5 to 2. 0mm from the
ITATETEME | change bottom of lead terminal.
HBERED (Shielding board shall be used.)
=1k Precondition : Pre—heat 125+27C,
Withstand No failure 1h, leaving room temperature for
voltage N AVAJTAN 24+ 2h.
mﬁaaf‘ After test ! Leaving room temperature
(Between for 24=+2h.
terminals IXATZIRE ¢ 350+£10°C/3.5+0.5 7
i~ #] i, 260+5C/10=1
REEAE 0 U — FROBIE D
1. 5~2mm GEE~V VR 24 )
AIALER : 1252°CC 1 IR O BVLE 4
AT FEYEIRAE C 242 FERTE 14
HES 5,
ARt EEYEIRAE T 2412 IR AE
%, WET D,
11 | Solder ability At least 3/4 of circumferen— Solderlng temperature : 245%=5C

IRATEAR

tial dipped into solder shall
be covered with new solder.
U— R#EoMEFm 3/4 LLE
TEAIZEINE < IR LTS
EZAFETIHALENSET 5,

Dipping time : 2=£0.5s
Ethanol solution with 25% rosin in
weight ratio.

WTATEIRE © 245+5C
B xR - 24+0.5 0

B OV RERILT 25D ) — L
LT 5.
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Table—1 Continue

Fz-1 OOx

g;;% Ttems E B Performance £  #E Test method FABRTIE

12 | Temperature Appearance | No marked defect Temperature cycle first, then
cycle and vax) ZLUWEFE D20, dipping cycle should be tested
ijppi?g cxcle Capacitance | SL.B: Within +10 % LN Temperatgrf cgcle: 5'cycles
HEEBIW h E : Within +£20 % LI Step 1: —40°C, 30min
BEEHA 70 i%iggfji Rt ’ Step 2: room temp., 3min.

T E O Step 3: +125°C, 30mi

I b ep 3: , min.
Step 4: room temp., 3min.

Dissipation|SL : 1.0 % or less LL T |Dipping cycle: 2 cycles

factor B,E : 50 %or less LT Step 1: +65°C, 1bmin.

(tan § ) Step 2: 0°C, 1bmin.

- S (Saturated aqueous solution of salt)
Insglatlon 1000 MQ or more LAE Precondition : Pre-heat 125%+2%C,
{eflstance 1h, leaving room temperature for
xR 94+ 9k

After test : Leaving room temperature
for 24=+2h.
Withstand No failure TROFMETIRES A 7 VEITO,
voltage B DR, JlEfEREE A IV %1T9,
AR BEY A 7L 5894271
Between BepE 10 -40°C.30 47
terminals BEpE 20 HEL3 0
it - [H] BEPE 31 +125°C. 30 4y
BEpE 4 FHEL3 0
BEEEHA L 29471
BtpE 10 +65°C. 1543 (JEK)
BB 20 0°C. 15 43 (Bafn & AK)
ATALER © 125£2°CC 1 RefE O BVILER
ATV FEAERIRBE C 24 £2 BFRE AR E .
HES 5,
AR ARURIRAE T 24 2 WefHE
%, WEST 2,

13 | Moisture Appearance | No marked defect Test temperature : 40£2C
resistance vax ) ZELWETE D20, Relative humidity : 90 to 95%
MR Capacitance |Within £15 % LI Test time : 500 +12, -Oh

Steady state change Precondition : Pre—heat 125+2C, 1h

TE R AE HERED leaving room temperature for 24+ 2h.
=4k After test : Leaving room temperature
Insulation |3000 MQ or more LAk for 24+ 2h.
resistance IBE 40£2°C, FHXHZE 90~95%D1E
fafx T IRMEIEHZ 500 +12, -0 R ES 5,
Withstand | No failure AALER © 125+2°CT 1 B[ o BLEE
voltage LN, BTV JEAEIREET 2442 BRW B .
it & £ HES D,

PERTL - EEUEIRRE T 242 R HGE
%, WET 5,
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Table—1 Continue F-1 D-O%
%'% Ttems I H Performance £  HE Test method ERER 715
14 | Moisture Appearance | No marked defect Test temperature : 40+2C
resistance X ) ZLUWEFE D720, Relative humidity: 90 to 95%
loading Capacitance | Within =15 % LIN Test time : 500 +12, -Oh
[TRS=K change 440V AC applied.
s B Charging and discharging current shall be
=4V, 50mA or less.
Precondition : Pre—heat 125%+2°C, 1h,
Insulation | 3000MQ ormore LLL | leaving room temperature for 24=2h.
resistance After test : Leaving room temperature for
HafaERHL 24+2h.
Withstand | No failure IR 40 £2°C AHXHEEE 90~95%D fH IR [HE
voltage FLH DR, G 440VAC % 500 +12, -0 EfEHE 1IN
[EEARS %,
FIEBMRIL, 50mA LL N &4 5,
AALER @ 126+2°C T 1 W] OBVLIE 24T
VN, FEUEREE T 242 BRI E . TET
5o
ABRtE o EEURIRREC 24 12 FE E L. I
ET D,
15 | High tempera— | Appearance | No marked defect 1) Impulse voltage test
ture loading | #Méi ELWEE R, 1.2/50 u s 8kVpeak/3times.
=RR=Yi) Capacitance | Within =20 % LI 2)High temperature loading
change Test temperature : 125%3°C
g B D Test time: 1,000 +24, -Oh
Y, 680V AC applied. (The voltage is increased
Insulation | 3000 MQ or more LI | t© 1000Vrms for 0. 1s once every hour)
resistance ggzgge aTd discharge current shall be
2 4 or less.
IR Precondition : Pre—heat 125+2°C, 1h,
Withstand | No failure Aoz toot : Lowving room tenpenarnrs for
Voltage BENIR, orton g P
[EEARS Y

AV ARER 1. 2/50 4 s/8kV ¥ — 27 DR
% 3 [BIEIINt. ., IR 125 =3 COMEIRM T
680V AC % 1, 000 +24, —0 B ilEE&HIIN4 %,
(FERFf 11E1, 0. 1 #P[H 1000VAC IZHET5),
FEEERIZ. S0omA LT &I 5,

BIALEE © 125+2°CC 1 W[l OB 24T
VY, REUEIREE C 24 2 FERALE R . HIET
éo

BRS¢ FEUERIREE T 24+ 2 KRR AE % . I
E‘a—éo
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7. Marking Z5

Marking on both sides.
FORITMAICAT O
(1) Type #A4 7 = CD

(2) Rated capacitance tolerance

Example f1) 2200 pF : 222
+20% M
(3) Subclass El#k
Sub class | Rated voltage Marking
ik TERS T B
X1 440 V AC 440~X1
Y1 400 V AC 400~Y1

(4) Manufacture s trademark HIEIHY (FHALIEX)

9 Taiwan B
9 Xiamen J&EPH

(5) Date code HLEHF A S
Example ZZ7~44

K

SLif

SL D5

B,E D5

440~X1
400~Y1

O 51

/
Date code HiEH HEC A
51
——  Month
Jan. 1 H
Last digit of era Feb. 2 A~
Mar. 3 H-
B
PHIE AR Apr. 4 -
May 5 H-
Jun. 6 H-
Jul. 7H-
Aug. 8 H-
Sep. 9 H-
Oct.
Nov.
Dec.

rEARR LA =

10 -+
1A
12H...

H

O = O © 0000 Uk Wb~
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8. Figure and dimension JEIRKEZOHE

8.1 Vertical kink long lead (Lead style: G/Bulk) 8.2 Vertical kink short lead (Lead style: N/Bulk)
fitxr a7V — K (J— FIARGL S G/ Hih) fitx 7 v a— b U — R — FERGLE N/ E)
D 1 T .
o D 1 T
>
©
= >
s =
<t o
<t
4 N |
2T e Nk _
i i n
i i 0
i ; T
1
= $0.6=0. 05
i .
iN
[
; Unit : mm
$0.6-0. 05 L
%1 Body diameter (D) is reference value if D is smaller than maximum dimension
of lead to lead distance (F).
RITHEETE D) BNk U — R E L0 5/hNSWGE, DIZBEfET 5,
%2 Coating on lead shall not extend beyond the bottom of vertical kink.
PE@EZ L)L, fitxr 7 U — RHR 0 ORI L 72 &,
. K3 K3
Coating material: Epoxy resin (Color: Blue) %3
Mkl . mARXURE (BElof - F6)
(Flame class): UL94, V-0
Solder (Pb less) .
AT (B R) 3 .
%3 K3
Y %3 Coating thickness is 0.4mm Min.

from the live part.

MR E AR EE LY 0.4 mn

S < UbEd 5,
Ceramic: Dielectrics Electrode: Copper
vy HEE Wi :

Lead wire: CP wire (Tin plated copper covers steel wire, Pb less: Fe-Cu-Sn system)

U— N CPiR (832 v SRR, #0L A b Fe-Cu-SnR)
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8.3 Vertical kink long lead (lead style: V / Taping)
fitx a7V —F (U= FERGEE : V/7T—EL i)

F=10. Omm, Pitch ¥ > : 15.0mm

R —— D 1 T
; S
! Ah , Ah
i [
e Y Y T , 5
i i i i = = i
[ i i i - | —
ya i i , | 7 T 7 o !
gl § i h i th i " i s = i =
ih ih ] ] 1 N 1
2 _4_.(____:? .-)F_.ﬂlil "}:}r - HORE “@/'@T: _____ i | %ﬁ
] i h i [N 1 " |
/ ] | | 2 | — i
| |
‘ “Po__ V : Tt i
Do > — ¢ d =
Table-2 -2 Unit: mm
Item IHH Symbol | Dimension
Neme T e | < Remarks — fid %
2¢1 Body diameter (D) is reference value if D is
smaller than maximum dimension of lead to
Body diameter ShERSHE D Table-3 lead distance (F). 3
REEREHEO) R Y — FEERIR (F) L0 b
INSWEE, DIISBEEE TS,
Body thickness [IUNENI= DAY T Table-3
Lead-wire diameter = MR od | 0.6+0.05
Pitch of component — HLELFEE™ vF P 15.0%1.0 | Including the slant of body RT - DEEEZETe,
Feed hole pitch TR 9T | Po 15.0%0.3 | Excepting the tape splicing part HESERIEZ L2V,
Feed hole center to lead
. +
RV P Y P, 10.0£0.7
Feed hole center to component p 15.01.3 Including the slanting body due to bending lead-wire
center KV SALER Y 2 T U — RERO#IA 0 12 L A aE&e,
. .y - Measuring point is bottom kink
_ J—h % = + peast P
Lead—to lead distance Y-} BRI F 10.0 *£1.0 BRI % 7 KT & 35,
Component alignment, F-R Ah 0 420 Including the slanting body due to bending lead-wire
AR T U — RO VI K AEI A ETe,
Tape width 7" & W 18.0 £ ég
Adhesive tape width H&fI77 g | Wy | 10.0 Min.
Hole position EOIPERV | W, 9.0 0.5
Adhesive tape position W 4.0 Max Adhesive tape do not stick out the tape
AT —721 z ' L | T IEEEO OIS RN &
Bottom of kink from tape center 4 L5
wootorpr| Mo 1607 05
Lead-wire protrusion
y— gy | & | 10 Ve
Feed hole diameter EV7HE| Do 4.0 0.2
Total tape thickness 77 J&& t 0.6 £0.3 | Including adhesive tape BT —7"%5 10,
Length of snipped lead
22 Coating on lead shall not extend beyond the bottom
. s f vertical kink.
Y//E”‘ N o S G N o N .
Coating on lead BEER S C 4.0 Max. PE BB L) 3. 27 U — RES 0 O
KO HZRNZ &
. . - Measuring point is bottom of kink
Height of kink FLrHEI A 4,0 Max. IR B v 7 KT b 5.
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Note—1 Use the gummed tape to connect two ends of broken tape.
T OUMUTTE T DHEIE. MET -7 TLD D,

Note—2 Dropouts of parts shall be limited to no more than three consecutive parts
B O 1R 3 LN &+ 2,

Note—-3 Packaging method and dimensions see below.
AT THORERLEO-HEE T 5,

Note-4  Quantity : 1000 pcs. /Box.

iR e 8/ 56
Packaging : Ammo pack
WWETE - D26 Machine line X > H
4\
4 AN
< e
£ x
(@]
[aN]
[ap)
340max. 60 Unit:mm
l/‘ max. N 44‘
2 IF HAL

Note—5  Package of shipment

Wiz FmEICLTARE T,

‘ [?apacitors pack in downward ]

9. Packing and transport  AL¥EK Vg%

Capacitors shall be packaged prior to shipment so as to prevent damage during transportation
and storage. Shipping carton contains the following information on the label.

2T UIEHAICER L, T, UIRERICE A=V EZ T 0L 5 ITilE L E T,

WEER AR —VFEICIE, TRRNEZ 7 LR R LT L £ 7,

a) TDK item name U
b) Quantity e
c¢) BATCH No. Ny FH
d) Manufacturer’ s name S
e) Country of origin JRPEE
f) Your Part No AR E A
Bulk Taping )
HAhO%5A T T DG Package
/ﬂ\,{j:/\—k
Polyethylene Pack Pa?kage /’Zk*E
ity P v
(1000pcs. )
w_  —
%?bgl ’%E::] Label
7~ v F )L

10. Notification before the modification  Z5H|ZRE-3 2 HRijEHAS

We’ 11 previously notify the modified place of manufacture, manufactured articles and materials

BLESPT, BLEHIELOMBIE R OBNE, FRNCHFE L, ZREIIZEE & B L ET,
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Type : CD
T.C : SL,B,E

Vertical kink long lead (lead style: G / bulk)
fitxr a7 — R — RIRGEE: G/H.Ah)

Table-3 3%-3
T. C. Cap. C-Tol. Dimension (Unit : mm)
Your part No. | DK part No. g | svpp | gEAR | hik Hifir
BT an 5 et i 4a RepE | s HO D Max. T T Max. T

CD45SL2GA100J-GKA SL 10 pF +5 % (7.0) 6.0 10+2, -1
CD45SL2GA150J-GKA SL 15 pF +5 % (7.0) 6.0 10+2, -1
CD45SL2GA220J-GKA SL 22 pF +5 % (7.0) 6.0 10+2, -1
CD45SL2GA330J—-GKA SL 33 pF +5 % (7.0) 6.0 10+2, -1
CD45SL2GA470J-GKA SL 47 pF +5 % (8.0) 6.0 10+2, -1
CD45SL2GA680J—GKA SL 68 pF +5 % (9.0) 6.0 10+2, -1
CD45-B2GA101K-GKA B 100 pF +10 % (6.5) 6.0 10+2, -1
CD45-B2GA151K-GKA B 150 pF +10 % (6.5) 6.0 10+2, -1
CD45-B2GA221K-GKA B 220 pF +10 % (6.5) 6.0 10+2, -1
CD45-B2GA331K-GKA B 330 pF +10 % (7.0) 6.0 10+2, -1
CD45-B2GA471K-GKA B 470 pF +10 % (8.0) 6.0 10+2, -1
CD45-E2GA681M—-GKA E 680 pF +20 % (6.5) 6.0 10+2, -1
CD45-E2GA102M—-GKA E 1000 pF +20 % (7.0) 6.0 10+2, -1
CD45-E2GA152M—-GKA E 1500 pF +20 % (8.0) 6.0 10+2, -1
CD45-E2GA222M-GKA E 2200 pF +20 % (9.0) 6.0 10+2, -1
CD45-E2GA332M—-GKA E 3300 pF +20 % (11.0) 6.0 10+2, -1
CD45-E2GA472M-GKA E 4700 pF +20 % 13.0 6.0 10+2, -1

()Reference Value

ONITIZBE LT 5,

— 18 —
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Type : CD
T.C : SL,B,E

Vertical kink short lead (lead style: N / bulk)
fitx 7 a—bU— R — FRRGE S N/HA)

Table—3 Continue -3 DO

T.C. Cap. C-Tol. Dimension (Unit : mm)
B Fetk | WEARE | PR E D Max. T Max. F

CD45SL2GA100J-NKA | SL 10 pF| +5% (7.0) 6.0 1042, -1
CD45SL2GA150J-NKA | SL 15 pF| +5% (7.0) 6.0 1042, -1
CD45SL2GA220]-NKA | SL 22 pF| +5 % (7.0) 6.0 1042, -1
CD45SL2GA330J-NKA | SL 33 pF| =+5 % (7.0) 6.0 1042, -1
CD45SL2GA470J-NKA | SL AT pF|  +5 % (8.0) 6.0 1042, -1
CD45SL2GA680J-NKA | SL 68 pF| =+5 % (9.0) 6.0 1042, -1
CD45-B2GA101K-NKA | B 100 pF | +10 % (6.5) 6.0 1042, -1
CD45-B2GA151K-NKA | B 150 pF | +10 % (6.5) 6.0 1042, -1
CD45-B2GA221K-NKA | B 220 pF | +10 % (6.5) 6.0 1042, -1
CD45-B2GA331K-NKA | B 330 pF| +10 % (7.0) 6.0 1042, -1
CD45-B2GA4TIK-NKA | B 470 pF | +10 % (8.0) 6.0 1042, -1
CD45-F2GA68IM-NKA | E 680 pF | +20 % (6.5) 6.0 1042, -1
CD45-F2GA102M-NKA | E 1000 pF | =+20 % (7.0) 6.0 1042, -1
CD45-F2GA152M-NKA | E 1500 pF| =20 % (8.0) 6.0 1042, -1
CDA5-F2GA222M-NKA | E 2200 pF | +20 % (9.0) 6.0 1042, -1
CD45-F2GA332M-NKA | E 3300 pF | +20 % (11.0) 6.0 1042, -1
CDA5-F2GA4T2M-NKA | E 4700 pF | +20 % 13.0 6.0 1042, -1

()Reference Value

ONIFZEE LT 5,
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Type : CD
T.C : SL,B,E

Vertical kink long lead(lead style: V /taping)
fitx v 7)== RS V/FT—E )

Table—3 Continue -3 DO

- Dimension (Unit : mm
s | e i | A | mw | s
UL RbRRET JrHLn Feff | BEAE | FFAE | D Max. | T Max. P

CD45SL2GA100J-VKA SL 10 pF| =5 % (7.0) 6.0 101
CD45SL2GA150]-VKA SL 15 pF| =5 % (7.0) 6.0 101
CD45SL2GA220J-VKA SL 22 pF|  +5 % (7.0) 6.0 101
CD45SL2GA330J-VKA SL 33 pF| 5% (7.0) 6.0 101
CD45SL2GA470J-VKA SL A7 pF|  +5 % (8.0) 6.0 101
CD45SL2GA680J-VKA SL 68 pF| =+5 % (9.0) 6.0 101
CD45-B2GA101K-VKA B 100 pF| +10 % (6.5) 6.0 101
CD45-B2GA151K-VKA B 150 pF| +10 % (6. 5) 6.0 101
CD45-B2GA221K-VKA B 220 pF| =10 % (6.5) 6.0 101
CD45-B2GA331K-VKA B 330 pF| +10 % (7.0) 6.0 101

CD45-B2GA4T 1K-VKA B 470 pF| =+10 % (8.0) 6.0 101
CD45-E2GA681M-VKA B 680 pF| =20 % (6.5) 6.0 101
CD45-E2GA102M-VKA B 1000 pF| +20 % (7.0) 6.0 101
CD45-E2GA152M-VKA B 1500 pF| +20 % (8.0) 6.0 101
CD45-E2GA222M-VKA B 2200 pF| =20 % (9.0) 6.0 101
CD45-E2GA332M-VKA B 3300 pF| =20 % (11.0) 6.0 101
CD45-E2GA4T2M-VKA B 4700 pF | =+20 % 13.0 6.0 101

()Reference Value

ONIFZEE LT 5,
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Soldering temperature

Flow soldering recommended condition 7 v —{XA 72fF 1) HEES{:

Soldering
(K

~10s max.

260°C max.
APAIR 7
AT=150C HiHZER T
Permissible Gradual
temperature cooling
100°C ‘ 120°C

7— 30~60s
C Tl

Pre—heating

Time BEff(sec) —>

Fig.-1 -1
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