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TDK ASAMA TECHNO Factory

1 General description

The TAS

consists of double 2 Wheatstone bridges, total 4 bridges, in

elements have 

The output can be configured to represent 

field in x

90deg to one another and each 2 full bridges is as same

More than 20mT magnetic field is suitable for high precision angle measurement. The recommended 

field is 

 

2 Key Features

 

 

 

 

 

 

 

3 Typical Applications

 

 

 

 

 
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General description

The TAS4142-BAA

consists of double 2 Wheatstone bridges, total 4 bridges, in

elements have 

The output can be configured to represent 

field in x-y plane

90deg to one another and each 2 full bridges is as same

More than 20mT magnetic field is suitable for high precision angle measurement. The recommended 

field is 50mT +/

Key Features

Magnetic field sensor, employing the TMR (Tunneling Magneto Resistance) effect.

Double 2 full bridge, total 4 full bridges

package. 

Double 2 element (total 

Good redundancy performance

Very High Output Signal without Amplification.

Typical Applications

Absolute Rota

EPS Motor

Steering Wheel Angle Sensor.

Pedal Position Sensor.

Throttle Position Sensor. 
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General description

BAAC TDK Angle Sensor is Tunneling Magneto Resistance (TMR) sensor which 

consists of double 2 Wheatstone bridges, total 4 bridges, in

elements have 3Vp-p output voltage 

The output can be configured to represent 

y plane and its sensor can detect 360deg/ 1 rotation

90deg to one another and each 2 full bridges is as same

More than 20mT magnetic field is suitable for high precision angle measurement. The recommended 

0mT +/- 30mT. 

Key Features  

Magnetic field sensor, employing the TMR (Tunneling Magneto Resistance) effect.

Double 2 full bridge, total 4 full bridges

 

Double 2 element (total 

Good redundancy performance

Very High Output Signal without Amplification.

Typical Applications

Absolute Rotary Angle Sensor.

EPS Motor-shaft Angle Sensor.

Steering Wheel Angle Sensor.

Pedal Position Sensor.

Throttle Position Sensor. 
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TAS4142

General description 

TDK Angle Sensor is Tunneling Magneto Resistance (TMR) sensor which 

consists of double 2 Wheatstone bridges, total 4 bridges, in

output voltage @ Vcc 5V.

The output can be configured to represent 

and its sensor can detect 360deg/ 1 rotation

90deg to one another and each 2 full bridges is as same

More than 20mT magnetic field is suitable for high precision angle measurement. The recommended 

Magnetic field sensor, employing the TMR (Tunneling Magneto Resistance) effect.

Double 2 full bridge, total 4 full bridges

Double 2 element (total 4 full bridge each) 

Good redundancy performance 

Very High Output Signal without Amplification.

Typical Applications  

ry Angle Sensor. 

shaft Angle Sensor. 

Steering Wheel Angle Sensor. 

Pedal Position Sensor. 

Throttle Position Sensor.  

 

 

 
PRODUCT NAME

TAS4142-BAAC

TDK Angle Sensor is Tunneling Magneto Resistance (TMR) sensor which 

consists of double 2 Wheatstone bridges, total 4 bridges, in

@ Vcc 5V. 

The output can be configured to represent two pairs of sine and cosine functions by applied magnetic 

and its sensor can detect 360deg/ 1 rotation

90deg to one another and each 2 full bridges is as same

More than 20mT magnetic field is suitable for high precision angle measurement. The recommended 

Magnetic field sensor, employing the TMR (Tunneling Magneto Resistance) effect.

Double 2 full bridge, total 4 full bridges (Sin1, Cos1 & Sin2, Cos2) in inside of 

4 full bridge each) /2 mechanical and electrical separated dies

Very High Output Signal without Amplification.
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TDK Angle Sensor is Tunneling Magneto Resistance (TMR) sensor which 

consists of double 2 Wheatstone bridges, total 4 bridges, in TSSOP1

two pairs of sine and cosine functions by applied magnetic 

and its sensor can detect 360deg/ 1 rotation. Sine and cosine bridges are layout 

90deg to one another and each 2 full bridges is as same.  

More than 20mT magnetic field is suitable for high precision angle measurement. The recommended 

Magnetic field sensor, employing the TMR (Tunneling Magneto Resistance) effect.

(Sin1, Cos1 & Sin2, Cos2) in inside of 

/2 mechanical and electrical separated dies

Very High Output Signal without Amplification. 
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TDK Angle Sensor is Tunneling Magneto Resistance (TMR) sensor which 

TSSOP16 package, whi

two pairs of sine and cosine functions by applied magnetic 

. Sine and cosine bridges are layout 

More than 20mT magnetic field is suitable for high precision angle measurement. The recommended 

Magnetic field sensor, employing the TMR (Tunneling Magneto Resistance) effect.

(Sin1, Cos1 & Sin2, Cos2) in inside of 

/2 mechanical and electrical separated dies
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TDK Angle Sensor is Tunneling Magneto Resistance (TMR) sensor which 

package, which 2 full bridges 

two pairs of sine and cosine functions by applied magnetic 

. Sine and cosine bridges are layout 

More than 20mT magnetic field is suitable for high precision angle measurement. The recommended 

Magnetic field sensor, employing the TMR (Tunneling Magneto Resistance) effect.

(Sin1, Cos1 & Sin2, Cos2) in inside of 

/2 mechanical and electrical separated dies
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ch 2 full bridges 

two pairs of sine and cosine functions by applied magnetic 

. Sine and cosine bridges are layout 

More than 20mT magnetic field is suitable for high precision angle measurement. The recommended 

Magnetic field sensor, employing the TMR (Tunneling Magneto Resistance) effect. 

(Sin1, Cos1 & Sin2, Cos2) in inside of TSSOP

/2 mechanical and electrical separated dies 
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ch 2 full bridges 

two pairs of sine and cosine functions by applied magnetic 

. Sine and cosine bridges are layout 

More than 20mT magnetic field is suitable for high precision angle measurement. The recommended 

TSSOP16 
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4 Pin assignment

 

5 Block diagram

White and gray arrows indicate 
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Pin assignment

 

Block diagram

White and gray arrows indicate 
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Pin assignment 

Block diagram 

White and gray arrows indicate 
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TAS4142

 

Figure 

White and gray arrows indicate magnetization direction of Pin layer.

Figure 

 

 

 
PRODUCT NAME

TAS4142-BAAC

Figure 1: Pin assignment

magnetization direction of Pin layer.

Figure 2: Block diagram
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: Pin assignment

magnetization direction of Pin layer.

Block diagram 
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: Pin assignment 

magnetization direction of Pin layer. 
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6 Definitions

6.1 
Free layer aligns with Applied Magnetic Field.

Angle between Pin and Free layers determines resistance.

 

6.2 
The definition of Direction of magnetic field detection is as 
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Definitions

 TMR basic principle
Free layer aligns with Applied Magnetic Field.

Angle between Pin and Free layers determines resistance.

 Definition of
The definition of Direction of magnetic field detection is as 

Magnetization direction of Free layer.
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Definitions 

MR basic principle
Free layer aligns with Applied Magnetic Field.

Angle between Pin and Free layers determines resistance.

Definition of Angle and Direction
The definition of Direction of magnetic field detection is as 

Figure 4

 

Magnetization direction of Free layer.

PRODUCT NAME

TAS4142

MR basic principle 
Free layer aligns with Applied Magnetic Field.

Angle between Pin and Free layers determines resistance.

Figure 3

Angle and Direction
The definition of Direction of magnetic field detection is as 

4: Definition of angle and magnetic field direction

 

Magnetization direction of 

Pin layer

Magnetization direction of Free layer.
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TAS4142-BAAC

Free layer aligns with Applied Magnetic Field. 

Angle between Pin and Free layers determines resistance.

3: TMR operation principle

Angle and Direction 

The definition of Direction of magnetic field detection is as 

: Definition of angle and magnetic field direction

Magnetization direction of 

Pin layer 

Magnetization direction of Free layer. 

Magnetic field direction

PRODUCT NAME 

C 

Angle between Pin and Free layers determines resistance. 

: TMR operation principle

 

The definition of Direction of magnetic field detection is as follows.

: Definition of angle and magnetic field direction

Relative angle of Pin 

and Free layer.

Magnetization direction of 

θ 

Magnetic field direction
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: TMR operation principle 

follows. 

: Definition of angle and magnetic field direction

Relative angle of Pin 

Free layer. 

0° 

Direction of magnetic field 

Magnetic field direction 

ONFIDENTIAL
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: Definition of angle and magnetic field direction 

Relative angle of Pin 

 

Direction of magnetic field 

detection 
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6.3 
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 Output Signal
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Output Signal 

Figure 

Figure 
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TAS4142

Figure 5: Output signals from device @ 

Figure 6: Signals after differential operation
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TAS4142-BAAC

: Output signals from device @ 

 after differential operation

PRODUCT NAME 

C 

: Output signals from device @ 

after differential operation
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: Output signals from device @ Vcc 5V

after differential operation @ Vcc 5V
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Vcc 5V 

@ Vcc 5V 
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7 Characteristics

7.1 

 

7.2 

 

 

Items

Vcc
Hex
ESD HBM
ESD MM
Topt
Tstg
Treflow

  1)  1mT = 795.8A/m. in air

Items

Vcc
Topt

1) See possible angle error on Characteristics table (For angle error definition see table 12. Characteristics, Note 2).

Hex

DIVISION
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Characteristics

 Absolute Maximum Rating

 Recommended Operating Conditions

Parameter

Supply Voltage
External Magnetic field
ESD tolerance :  Human Body Model
ESD tolerance :  Machine Model
Operating Ambient Temperature
Storage Temperature
Reflow Temperature

  1)  1mT = 795.8A/m. in air

Parameter

Supply Voltage
Operating Temperature

1) See possible angle error on Characteristics table (For angle error definition see table 12. Characteristics, Note 2).

External Magnetic Field
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Characteristics 

Absolute Maximum Rating

Recommended Operating Conditions
Table 

 

Supply Voltage
External Magnetic field
ESD tolerance :  Human Body Model
ESD tolerance :  Machine Model
Operating Ambient Temperature
Storage Temperature
Reflow Temperature

  1)  1mT = 795.8A/m. in air

Parameter

Supply Voltage
Operating Temperature

1) See possible angle error on Characteristics table (For angle error definition see table 12. Characteristics, Note 2).

External Magnetic Field

PRODUCT NAME

TAS4142

 

Absolute Maximum Rating
Table 1: Absolute maximum rating

Recommended Operating Conditions
Table 2: recommended operating conditions

 

Conditions

Max. 5min at RT
ESD tolerance :  Human Body Model
ESD tolerance :  Machine Model
Operating Ambient Temperature

Conditions

Recommended Range
Extended Range

1) See possible angle error on Characteristics table (For angle error definition see table 12. Characteristics, Note 2).

External Magnetic Field

 

 
PRODUCT NAME

TAS4142-BAAC

Absolute Maximum Rating 
: Absolute maximum rating

Recommended Operating Conditions
: recommended operating conditions

Conditions

Max. 5min at RT

Recommended Range
Extended Range

1) See possible angle error on Characteristics table (For angle error definition see table 12. Characteristics, Note 2).

PRODUCT NAME 

C 

: Absolute maximum rating

Recommended Operating Conditions 
: recommended operating conditions

Min Typ

-40
-55
 

Min

2.7
-40
20
80

1) See possible angle error on Characteristics table (For angle error definition see table 12. Characteristics, Note 2).

CONFIDENTIAL

 
 

DATE

2020.

: Absolute maximum rating 

: recommended operating conditions 

Typ Max

　
　

Typ

5
25
30

1) See possible angle error on Characteristics table (For angle error definition see table 12. Characteristics, Note 2).

ONFIDENTIAL

DATE. 

2020.06.11 

 

Max Unit

6.5 Volt
200 mT
4000 Volt
400 Volt
150 deg C
150 deg C
260 deg C

Max Unit

5.5 Volt
150 degC
80
130

1) See possible angle error on Characteristics table (For angle error definition see table 12. Characteristics, Note 2).

mT

ONFIDENTIAL 
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Remarks

　
1)

deg C  
deg C
deg C

Unit Remarks

Volt
degC  

1)

1) See possible angle error on Characteristics table (For angle error definition see table 12. Characteristics, Note 2).

mT
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7.3 

TOPT=25

Items
Rbridge

Vout

Orthogonality

Voffset

TCoutput

TCRbridge

TCvoffset

Hyst

k

TCk

Angle Error
(After
Compensation
)

* LT=-40degC., RT=25degC., HT=150degC.

DIVISION
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 Electrical characteristics

25°C,  VSIN=2.7 

Parameter
Bridge Resistance

Differential output
voltage peak to peak per
Nominal Range

Extended Range

Orthogonality  

Differential Output
Offset　as an “initial
offset”

TCoutput Temperature Coefficient
of Ddifferencial Output

bridge Temperature Coefficient
of Bridge Resistance

TCvoffset Temperature Coefficient
of Offset Voltage

Hysteresis of Output
Voltage
Amplitude Synchronism
ratio
Temperature Coefficient
of Amplitude
Synchronism

Angle Error

Compensation

* LT=-40degC., RT=25degC., HT=150degC.
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Electrical characteristics

7 to 5,5V, VCOS

Parameter
Bridge Resistance

Differential output
voltage peak to peak per
Nominal Range

Extended Range

Differential Output
as an “initial

Temperature Coefficient
of Ddifferencial Output

Temperature Coefficient
of Bridge Resistance

Temperature Coefficient
of Offset Voltage

Hysteresis of Output

Amplitude Synchronism

Temperature Coefficient
of Amplitude
Synchronism

* LT=-40degC., RT=25degC., HT=150degC.

PRODUCT NAME

TAS4142

Electrical characteristics 
Table 3: Electrical characteristics

VCOS=2.7 to 5,5V unless otherwise specified

Conditions
Topt=25degC, Hex=20mT
0~1000h

voltage peak to peak per
Topt=25degC, Hex=20mT
0~1000h
Topt=-40degC to 150degC
Nominal magnetic Range:
20mT to 80mT
0~1000h
Topt=-40degC to 150degC
Extended magnetic Range
80mT to 130mT
0~1000h
Topt=-40degC to 150degC
20mT to 80mT
0~1000h
per supply voltage
20mT to 80mT
0~1000h

Temperature Coefficient Topt=-40degC to 150degC
20mT to 80mT
0~1000h

Temperature Coefficient Topt=-40degC to 150degC
20mT to 80mT
0~1000h

Temperature Coefficient Per supply voltage
Topt=-40degC to 150degC
20mT to 80mT
0~1000h
more than Hex=20mT
0~1000h

Amplitude Synchronism Topt=25degC, Hex=20mT
0~1000h

Temperature Coefficient Topt=-40degC to 150degC
20mT to 80mT
0~1000h

* LT=-40degC., RT=25degC., HT=150degC.
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TAS4142-BAAC

 
: Electrical characteristics

V unless otherwise specified

Topt=25degC, Hex=20mT

Topt=25degC, Hex=20mT

Topt=-40degC to 150degC
Nominal magnetic Range:
20mT to 80mT

Topt=-40degC to 150degC
Extended magnetic Range
80mT to 130mT

Topt=-40degC to 150degC
20mT to 80mT

per supply voltage
20mT to 80mT

Topt=-40degC to 150degC
20mT to 80mT

Topt=-40degC to 150degC
20mT to 80mT

Per supply voltage
Topt=-40degC to 150degC
20mT to 80mT

more than Hex=20mT

Topt=25degC, Hex=20mT

Topt=-40degC to 150degC
20mT to 80mT

PRODUCT NAME 

C 

: Electrical characteristics

V unless otherwise specified

Min
4

0.54

Topt=-40degC to 150degC  

Topt=-40degC to 150degC

Topt=-40degC to 150degC 87.5

-5

Topt=-40degC to 150degC -0.100

Topt=-40degC to 150degC -0.070

Topt=-40degC to 150degC
-3.0

97

Topt=-40degC to 150degC -0.015

Full Bridge

CONFIDENTIAL

 
 

DATE

2020.

: Electrical characteristics 

Typ
5

0.6

 

90

-

-0.100 -0.080

-0.070 -0.050

-

100

-0.015

No Hysteresis

ONFIDENTIAL

DATE. 
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Max Unit
6 KΩ

0.67 V/V

0.8 deg

1.2 deg

92.5 deg

5 ｍV

-0.060 %/K

-0.030 %/K

3.0 (uV/V)/K

103 %

0.015 %/K

No Hysteresis

ONFIDENTIAL 
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Unit Remarks
Ω  

V/V 1)

deg 2)

deg 2)

deg 3)

V/V  

%/K 4)

%/K 5)

(uV/V)/K 6)

 

7)

%/K 8)
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1) Vp-p=differential output voltage peak to peak

2) Angle error is defined by zero-to-peak.
   Angle error of either LT or HT is compensated using the correction factor at RT
   (Offset, Gain and Phase compensation according TDK application note No. EAZ00011) 
3) Orthogonality is defined by reference to the 90 deg.
4) 

5) 

6) 

7) 

8)

-2.50

O
u

tp
u

t

Vcos p

Full Bridge

DIVISION
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1) Vp-p=differential output voltage peak to peak

2) Angle error is defined by zero-to-peak.
   Angle error of either LT or HT is compensated using the correction factor at RT
   (Offset, Gain and Phase compensation according TDK application note No. EAZ00011) 
3) Orthogonality is defined by reference to the 90 deg.

Vout

T���	
�	

T����
���

Off. TD

k �

T��
�� �

-2.50

0.00

2.50

0

Vcos p-p

Vcos offset

Full Bridge

Vsin offset
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1) Vp-p=differential output voltage peak to peak

2) Angle error is defined by zero-to-peak.
   Angle error of either LT or HT is compensated using the correction factor at RT
   (Offset, Gain and Phase compensation according TDK application note No. EAZ00011) 
3) Orthogonality is defined by reference to the 90 deg.

Vout�
����

���

���	
�	 �

����
��� �

Off. TD � ��

�
���� � !"

��#$ � !"

�� �
"%&'() *+

&'() *+�
"%&'() *+,�"

� �

90 180

Setting Angle (deg)

Vsin

Vcos offset

Vsin offset
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1) Vp-p=differential output voltage peak to peak

2) Angle error is defined by zero-to-peak.
   Angle error of either LT or HT is compensated using the correction factor at RT
   (Offset, Gain and Phase compensation according TDK application note No. EAZ00011) 
3) Orthogonality is defined by reference to the 90 deg.

�
%��-.%&'() *+

��-. /') *+

�
%012#)* %

012#)* /') *+

��334�	@67

� !"

� !"

&'() *+,�" �8() *+

&'() *+� �8() *+" �8() *+

�

270

Setting Angle (deg)

Vcos

Vsin p-p
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1) Vp-p=differential output voltage peak to peak

   Angle error of either LT or HT is compensated using the correction factor at RT
   (Offset, Gain and Phase compensation according TDK application note No. EAZ00011) 
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The following 

 

DIVISION

TDK ASAMA TECHNO Factory

The following figure shows typical magnetic field dependency for reference.
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figure shows typical magnetic field dependency for reference.
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figure shows typical magnetic field dependency for reference.

Figure 7: typical magnetic field dependency
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figure shows typical magnetic field dependency for reference.
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8 Pa

8.1 
 

MSL (Moisture 
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Package information

 Package dimension
  

MSL (Moisture 

 Thermal Characteristic

Parameter

Thermal Resistance from
junction to ambient

Sensor element 
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Thermal Characteristic
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Figure 8: Package drawing

4: Thermal characteristic
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8.3 

 

 

 
 
 

8.4 
Peak temperature should not exceed 260degC. 

 

Row1:

Row2:

Row3:

Row4:

        

DIVISION

TDK ASAMA TECHNO Factory

 Device mark

 

 Reflow profile (Reference)
Peak temperature should not exceed 260degC. 

Row1: “TDK” (3digit

Row2: TDK Product 

Row3: Wafer Lot Number (5

Row4: Sensor Chip 

        Block X (1) Block Y (1) + Chip X (2) + C
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Device marking 

Reflow profile (Reference)
Peak temperature should not exceed 260degC. 

digit) + Plant Number

Product Code 

Wafer Lot Number (5digit

Sensor Chip Address (Sensor 1)

Block X (1) Block Y (1) + Chip X (2) + C
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Reflow profile (Reference)
Peak temperature should not exceed 260degC. 

Figure 9: recommended reflow profile
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Block X (1) Block Y (1) + Chip X (2) + C
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Row3: 4FAA8
Row4: 25162521
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9 Tape & Reel
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Tape & Reel
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Tape & Reel 
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Figure 10: Tape & Reel drawing
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10 Instruction fo

A) 

B) 

C) 

D) 
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Instruction fo

 Instruction

① Before using of this product, 

 

 Instruction for Safety

① Please pay attention 

 

 Notice : 

① The recom

of stor

should be less than 75%RH in a packing state, 

sudden temperature change).

possibility that 

like the deformation of package pin and the change of sensor characteristics, 

storage to affect some stress to package 

package under sto

② Please do not store or use in the environment accompanied by 

 

 Remarks 

① We assume no responsibility that the infringement of third party rights caused by the 

information in this document.

② This pro

Automotive Applications and underlie the liability conditions according to the purchase 

contacts and the General Specifications.

③ Please note. We assume no responsibility If you have damage from

agreement.

④ Our warranty for this product is limited to conformity with the value and description 

expressly stated in this document. Please note we cannot warrant suitability and fitness 

for your particular intended purpose.
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Instruction for use

Instruction for Use 

Before using of this product, 

Instruction for Safety

Please pay attention 

 

he recommended storage period should be less than

of storage conditions (the temperature sho

should be less than 75%RH in a packing state, 

sudden temperature change).

possibility that solderability of the terminal may deteriorate.

like the deformation of package pin and the change of sensor characteristics, 

storage to affect some stress to package 

package under sto

Please do not store or use in the environment accompanied by 
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information in this document.

This product is designed for the use in 

Automotive Applications and underlie the liability conditions according to the purchase 

contacts and the General Specifications.

Please note. We assume no responsibility If you have damage from

agreement. 

Our warranty for this product is limited to conformity with the value and description 

expressly stated in this document. Please note we cannot warrant suitability and fitness 

for your particular intended purpose.
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information in this document.
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Figure 1: Pin assignment

Figure 2: Block diagram
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Figure 4: Definition of angle and magnetic field direction

Figure 5: Output signal (after differential operation)
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Figure 7: Package drawing
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